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E-240 Inox - Cristal retroiluminado
Stainless Steel - Backlit glass
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Motor Intermedio exterior  / Duct-in-line motor
Front. (cm) Motor Ø tubo Clas. Ener. Ref. P.V.R

116 V.2450 eco Ø200 009207 3.095 €

Motor de tejado / Remote motor -Roof Outdoor

116 V.2350 eco Ø200 009206 3.295 €M
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AirLink
Modelo compatible. Es imprescindible solicitar esta opción en el pedido de la 
campana. No se equipa de serie
Compatible Model. This option must be requested together with the purchase 
order. Is not included as standard.

0 €

Cambio a LED cálido de 2700K. Suministrado con la campana
LED change to warm light LED 2700K. Available only at the factory

0 €

Conjunto botonera INOX de encastre a pared. 
Solo suministrado con la campana.
Stainless steel button panel set for embedding into the wall.
Available only at the factory.

120 €

Conjunto botonera BLANCO de encastre a pared. 
Solo suministrado con la campana.
White enamel button panel set for embedding into the wall. 
Available only at the factory.

150 €

Salida de humos de serie: Lateral largo, lateral corto o techo.
Standard fume outlet option: long side, short side or ceiling.

Este modelo no permite filtros de carbón activado.
Exit through long side, to be specified on order.

Para otras alturas, consultar con nuestra división técnica.
For other heights, please check with our Technical department.

Opcional / Options
Inox / Stainless Steel 

Esmaltado blanco / White

140
170
cm

INCLUIDO / INCLUDED
Las unidades con motorizaciones V.2450 Intermedio Exterior y V.2350 Tejado, 
incorporan de serie 5 m de tubo de extracción de humos SEC System® de Ø203 
mm interior y Ø253 mm exterior.
This model with the V.2450 duct-in-line remote motor and V.2350 roof motor system 
comes with 5 m of S.E.C. fume extractor flue as standard System®, interior Ø 203 
mm and exterior Ø 253.
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Medidas Encastre 
Built in Sizes

116 1087 x 565

Altura mínima falso techo
Minimum height of false ceiling 

Motor Ext Ø 200 300 mm

Motor Ext  260 x 100 195 mm
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VISTO POR A. 
A view

Grosor de la placa
Thickness of the
plasterboard  
20 mm max

Apertura de puerta / Door opening

Acceso / Access WEB
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